1. Install the Webcam

Remove the Webcam and the Software CD from the package. Set up the webcam using the stand on your laptop or computer monitor. **Do NOT hook up the camera’s USB cable to your computer yet.** You will be prompted to do that during the installation.

Place the CD in your computer’s disc drive and close the tray.
The Logitech Quick Cam Installation will begin. Click Next.

Accept the terms of the license agreement and click Next.
If you want to use the Logitech Desktop Messenger for updates and promotions from Logitech, click the “I want to activate the service…” radio button. Otherwise, click “I do not want to activate this service” radio button and then click Next.

The software for the Webcam will begin installing.
You will be prompted to reboot your computer during the installation. Click Restart Now.

When your computer restarts, the installation will continue. This is when you will need to connect the USB cable from the Webcam to your computer.
After your computer detects the Webcam, the installation will complete.

You may see a dialog box asking you about RightLight Technology depending on the type of computer you have. If you see it, select the Always use Right Light Technology radio button and click Continue.
Click Done.

The Audio Tuning Wizard will open. Click Next.
Follow the instruction prompts to manage your audio settings. The computer’s default audio card and speakers will appear in the drop-down list. Click Next.

The wizard will explain how to best position your speakers.
Next, you will set the audio levels for your Webcam. Click the Play Sound button and adjust the audio volume with the red slider. Click Next when you are finished.

Next, you will test the microphone volume. Follow the instructions as shown in the prompts. When you are finished, click Next.
When finished, click Finish.

You are ready to move on to Step 2, Install Skype.